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COMPARTISON OF PERFORMANCE OF AN-F~58 FUEL AND GASOLINE
IN J34-WE~-22 TURBQJIET ENGINE

By Harry W. Dowman and George G. Younger

SUMMARY

As paxrt of an investigation of the performance of AN-F-58 f uel
in various types of turbojet engine, the performance of this fuel
in a 3000-pound-thrust turbojet engine.has been investigated in en
altitude test chamber together with the comparatlive performance of
62-octans gasol i ne.

The investigati on of normal engline performesnce, which covered
a range of engine speeds at altitudes from 5000 to 50,000 feet and
fiight Mach mumbers wp to 1.00, showed that both the net thrust and
aversge turbine-oublet tempseratures were approxi mately the same
for both fuels. The specific fusl comswaptlon and. the combustion
efficiency at ‘the maximum engi ne speeds Investigated were approxi-
uately the same for both fuels at aititudes up to 35,000 feet, but
at an altitude of 50,000 feet the specific fuel consumption was about
9 percent higher and the conbustion efficiency was correspondingly
Jower with the AN-F=-58 fuel than with gasoline. The | aw engine-
s- peed blow=-out limites were aboubt the same for both fuels. Ignition
of AX-F-58 fuel with the standard spark plug was possible only wth
the gpark plug in a clean condition; ignition was impossible at 211
flight conditions investigated when the plug was foul ed by an
accunulation of ligquld fuwel fram a Dreceding false start. Use of
an extended-el ectrode spark plug provided satisfactory ignition
over a slightly smaller range of eltitudes and flight Mach mmbers
than for gasoline with the standard spaxrk plug.

Radial temperabure gradients at the turbine outlet were about
the same for both fuels at am altitude of 20,000 feet. At an alti-
tude of 50,000 feet, the difference in average temperature between
the blade tip and the xroot was about 240° F greater form F-58 fuel
than for gasoline and the spread between the maximum and minimm
temperatures at a given radial |ocationwas from 150° to 300° F
less formF-58 fuel than for gasoline. After 30 hours and 11 min-
utes of operation with AN-F-58 fuel, 240 grams of hard carbon
desposits were built up on the combusitor basket near the fuel nozzles.

%CONFIDEW '
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INTRODUCTION

The need O the arned forces for a fuel for turbo Jet engines
that would be available in greater quantities t han those now in use
has | ed to the consideration of a new fuel specification, AN-F-58,
whi ch has much Wder linmts than the specifications of current
turbo jet fuels. An extensive programto deternmine the suitability
of fuel conformng to the AN-B-58 specification is being conducted
at the NACA Lewis |aboratory on several types of turbojet engine
and conbust or.

As part O this general program, the performanc8 of AH- F-58 fuel
was Investligated during August and September 1948 in a 3000-pound-
thrust turbojet engine in an altitude test chanber and the results are
reported. This invesatigatlon included, for comparison, the perform-
ance of the engine with 62-octane gasoline., The normal performence of
t he engine was investlgated over a range of engine Speeds at altitudes
from 5000 to 50,000 feet and far flight Mach numbers from 0.22 to 1.00.
The | ow engi ne-epeed blowout linits, the altitude starting limts,
and the turbine-outlet gas-tenperature gradiemts for both fuels were
deternined at several simulated flight conditions. The use of
AN-F-58 fuel for cold-Wather starts at zero-ram, sea-level condi-
tions and the emount of carbon deposited in the combustor with this
fuel were al so investligated.

FUELS

Two types of fuel conforming to the AN-F-58 specification were
used in the investigation. These two fuels are designated NACA
nunbers 48-206 and 48-210 and the analysis of each, with the AN-F-58
specifications, is given in table I. The gasoline that was used for
conparative performance data was a clear, 62-octane gasoline and its
anelysis is also included in table I.

APPARATUS AND INSTRUMENTATION

The inveatigations were conducted with a modified experimental model
of the J34 engine and a J34-WE-22 englne (herei nafter designated engine A
and engine B, respectively) having a rated speed of 12,500 rpm and a
thrust rating of 3000 pounds at zero~rem, sea-level condiitlons., The main
components of the englnes include an ll-stage axlal-flow compressor, a
double~amnulus conbuetor, and a two-atage turbine. The two engines were
similar in general design and dlffered only in minor details; both
engi nes incorporated the manufacturer's recent modifications to the com-
bustor basket and the el eventh-stage compresgor blading. The cambustor
basket has 5/32-1nch antlcoking hol es on both the inmer and outer rings.

Cpm———
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Because of frequent failures of the pump and the governor assenbly in
the fuel system, this assembly was replaced by a standard IJ33 fue
pump , throttle, and berometric comtrol.

In the interest of expediency, en existing setup, which incor-
porated an afterburner, was used for all performance runs conducted
with engine A, The afterburner was inoperative for all investiga-
tions reported herein and functioned nerely as an engine tail pi pe.
The adjustable nozzle of this afterburner was fixed in a position
that provi ded approximately |initing turbine-inlet gas tenperature
at maxlwmum rated speed, zero-ram sea-level conditions and was held
locked in this position throughout the investigation. Xngine B,
whi ch repl aced engine A after a turbine failure, was equi pped with
a nonafterburning tail pipe and an NACA adjustabl e-area nozzle.

The adj ustabl e-area nozzle of this engine was al so | ocked in posi-
tion to provide approximetely limiting turbine-inlet gas tempera-
ture at zero-nm sea-level conditions.

The general sarrangement of the engine setup in the altitude
test chamber is shown in figures 1 and 2. The test chamber is
10 feet in dianeter and 57 feet long and includes air-inlet and
exhaust -outl et piping, &n inlet-air honeycomb, bl ow out patches,
cooling-air duct, and necessary Iinstrumentation bul kheads. The
engi ne is mounted on a thrust stand and is flexibly connected to
a forward baffle (fig. 2)},which confines the air flow to the
engine inlet and provides a neans of maintaining a pressure dif-
ference across the engine. A rear baffle is installed around the
engine tail pipe to serve as a heat barrier and to prevent recir-
cul ation of exhaust gases around the engine. The engine thrust is
bal anced and neasured through a |ever arrangenent by a null-type
air-pressure diaphragm The forces introduced into t he thrust-
measuring system by the pressure differences across the two baffles
wer e determined by calibration

For the investigation of the ignition characteristics of the
engine, three different spark plugs, which are shown in figure 3,
were used. The spark plug shown in figure 3(a)is a stendasrd
spark plug for the J34 engi ne and {pat shown in figure 3(b) is a
standard plug that was nodified by milling longitudinsl slots in
the outer electrode shell to allow fuel drainage. The spark plug
shown in figure 3(c) is an extended-el ectrode type, which was fabri-
cated at this laboratory. The spark gap for this spark plug was
from 0.090 to 0.100 inch. The standard engine ignition system
whi ch incorporates two high-tension coils, was used with all three
spark pl ugs.

Air flow, fuel flow, engine speed, and temperature and pres-
sure measurenments at various stations in the engi ne and test

Rl
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chanber were neasured with standaxrd instrunentation. The instru-
mentation for the measurenment of turbine-outlet gas temperatures
consi sted of three rakes of nine unshielded, chromel-alumel thermo-
couples each installed about 21 I nches downstream of the turbine
outlet. 2

L Y

0L01

The turbine-inlet gas-tenperature limts of the engine were
obtai ned fromreadi ngs of thernocouples installed at the turbine
outlet by the engine manufacturer. The thernocouples were cal-

i brated in conformance with the engi ne manufacturer's specifications.

The val ues of conbustion efficiency presented are defined as
the ratio of the actual emnthalpy rfse of the gases in passing
t hrough the engine divided by the theoretical enthal py rlse, when
conpl ete conmbustion of the fuel is assuned. The enthal py of the
inlet-air and the exhaust gases were determnined fromthe measured
conpressor-inlet tenperature and the turbine-outlet gas tenpera-
ture with the aid of thernmodynanmic charts

DATA CORRECTIONS

Al data were corrected by the followi ng factors

5 = static pressure at engi ne discharge, (lh[gg in.) ”
B 14.7

g = Static temperaturesig engi ne inlet, CR)

The corrected performance paraneters are:
Fn/S corrected net thrust, (IDb)

fn/~/§ corrected specific fuel consunption based on net thrust
((1b/br)/1b net thrust)

N/J/8 corrected engine speed, (rpm)
TS/G corrected tail-pipe gas tenperature, (OR)

Wp/84/@ corrected fuel flow, (1v/sec)
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PROCEDURE AND RESULTS
Al titude Performance with AN-F-58 Fuel

The altitude performance of engine A using Am F-58 fuel (NACA
fuel nunbers 48-208 and 48-210) was investigated and found satis-
factory over a range of altitudes from 5000 to 50,000 feet at
flight Mach numbers from 0.25 to 0.85. IEngine-inlet pressures and
tenperatures were mgintained at val ues corresponding to NACA stand-
ard air at sinmulated £light conditions and standard NACA altitude
pressure was nmintained at the engine outlet. The recorded and
corrected val ues of engine net thrust, specific fuel consunption,
tail-pi pe gas tenperature, amd fuel flow for the range of engine
speeds and flight conditions investigated, as well as the fuel

used, are presented in table Il. Althoughan engine failure during
the investigation prevented the deternination of conparative per-
formance data on the sane engine with gasoline, these data illus-

trate the range of conditions over which the enginse satisfactorily
operated with AN-F-58 fuel. At altitudes of 45,000 and 50, 000 feet,
t he maxi num operabl e engine speed was limited to the val ues indi-
cated in table Il by excessive tail-pipe gas tenperatures, which
were believed to be partly caused by burning of fuel through the

t ur bi ne.

Engi ne starts during this investigation of altitude perform-
ance of the engi ne were unusually hot and acconpani ed by | onger
ti me intervals.between the introduction of the fuel and the start
of conbustion than usually experienced with gasoline. This &iffi-
culty was believed to be caused by operational technique rather
than the characteristics of the fuel and was not again encountered
in the investigation.

Conpari son of Alititude Performance
with AN-F-58 Fuel and Gasoline

The performance with AN-F-58 fuel and with gasoline, for com-
parative purposes, was determined in engine B. This investigation
was conducted with AN-F-58 fuel (NACA fuel number 48-210) for a
range of engi ne speeds from 9000 to 12,500 rpm and at the various
simulated flight conditions listed in the following table:

Al titude Fli ght Mach
(£%.) nunber
5,000 0

20, 000 «80, .85, 1.00
35,000 1.00
50,000 CTRe L85

GEMREER..
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Conparisons of the corrected values ofnet thrust, tail-pipe
gas temperature, specific fuel consumption based on net thrust, and
conbustion efficiency for the two fuels are presented at the various
flight conditions in figures 4, 5, 6, and 7, respectively. At all
flight conditions investigated, the corrected net thrust and cor-
rected tail-pipe gas tenperature were approxinmately the sane for the
two fuels, as shown in figures 4 and 5, respectively.

The specific-fuel-consunption curves presented in figure 6
were obtained fromthe falred curves of corrected net thrust and
corrected fuel flow for each flight condition. The data are pre-
sented in this manner to elinmnate the effect of scatter on the
specific-fuel-consumption curves. At an altitude of S000 feet, the
corrected specific fuel consunption is approximately the sane for
both fuels (fig. 6(a)). For an altitude of 20,000 feet and a fli ght
Mach number of 0.60, the specific fuel consumption based on net
thrust is slightly greater for AN-F-58 fuel than for gasoline over
the range of engine speeds investigated (fig. 6{b))e. At flight
Mach nunbers of 0.65 and 1.00 and an altitude of 20,000 feet, the
specific fuel consunption for the two fuels is approximtely the
sane at all engine speeds (figs. 6(c) and 6(&)). The heating
value of AN-F-58 fuel is approximtely 1 percent lower than that
of gasoline (table 1) and thus introduces a corresponding differ-
ence in the specific fuel consunption.

The 'corrected specific fuel consumption at an altitude of
35,000 feet and a flight Mach nunber of 1.00 is shown to be slight4
hi gher for AN-F-58 fuel than for gasoline at all engine speeds
(fig. 6(e)). At an altitude of 50,000 feet and a flight Mach num
ber of 0.85, the corrected specific fuel consumption with AK-F-58
fuel is considerably greater than with gasoline at the low engine
speeds and slightly greatexr athighengine speeds, as shown in
figure 6(f). At this sanme altitude for the maxi mum operabl e engine
speed, the specific fuel consunption for AN-F-58 fuel was about
9 percent higher than for gasoline.

The combustion efflclency, which is presented in figure 7, is
approximately the sanme for both fuels at an altitude of 5000 feet
(fig. 7(a)). At an altitude of 20,000 feet, the conbustion effi-
clenoy is slightly lower for AN-F-58 fuel them for gasoline at
flight Mach numbers of 0.60 and 0.65 (figs. 7(b) and 7(c), respec-
tively) and slightly higher at a £flight Mach nunber of 1.00
(fig. 7(d)) over the emtire range of englne speeds investigated.
Al though the trend of the coinbustion-efficiency curves for the
two fuels with flight Mach nuwber is similar to the tremd of the
speci fic-fuel -consunption curves, sone differences exist in the
percentege of change in the performance with the two fuels and

1070
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in the changes with engine speed. The combustion efficiency at an
altitude of 35,000 feet and a Msech number of 1.00 (fig. 7(e)) is
slightly hi gher for gesoline than for AX-F-58 over the entire range
of engi ne speeds, although the difference is smell at the maximm
and minimm englne speeds. The conbustion efficlency at an alti-
tude of 50,000 feet and a flight Mach rnumber of Q85 (fig. 7(f)) is
consi derably lower with AN-F-58 fuel than for gasoline over the
entire range of engine speeds investigated. The difference in com
bustion efficiency at meximm engine speed for the two fuels is
about the same as the differences iIn specific fuel consumptlon pre-
viously noted.

Low Engi ne- Speed Bl ow Qut with AN-F-58 Fuel and Gesoline

The conditions at which Conbustion bl ow out occurred were
determined by gradually reducing t he emgline speed while holding
the eltitude and Plight Mach mumber conditions constant. While
t he englne speed was being reduced, abttempts were occasionally
mad8 to accelerate the engine in order to assure that dead-band
operation was not being encountered. The occurrence of combustor
bl ow- out was noted by a rapid reduction in engine speed and tail -
pi pe gas temperature. These bl ow out experimente were Conducted
with AR-F-58 fuel. (NACA fuel =number 48-210) in engine A and, for
comparlson, with gasoline in engine B. The two different engines
used for this investigation might result in different normal per-
formance for the two fuels but no significant difference is
expected In the altitude blowout limts because both engines
wer e of the sane basic design.

The altitude blowout limts of both fuels are presentedin
figure 8 in which the altitude is plotted agai nst the engine speed
at - whi ch bl owout oeccurred for flight Mach numbers of 0.25 and
0.60. The altitude blow-oubt limits Of the two fuels are the Sane
at a flight Mach mmber of 0.60, For a flight Mach mmber of 0.25
at altitudes above 42,500 feet, a lower engine speed could be
attained before bl ow out occurred with AX-F-58 fuel than with
gasoline. For the altitudes investigated bel ow 42,500 feet, the
opposite results were obtained. The dlfferences in the altitude
limts are generally within the normal reproducability of this
type of data; from the limited renge of these dsta, no significant
differences in sltitude linits for the two fuels could therefore
be establi shed.
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Altitude Starting Characteristics

The altitude starting characteristics of AN-F-58 fuelwere
investigated with NACA fuel 48~210 In engine A and, for comparison,
with gasoline in engine B. Theprocedure used to start the engine
consi sted in obtaining the windmilling speed of the engine at the
particular flight conditions, turning on the ignition, and advanc-
ing the fuel throttle. The lgnition and the fuel flow were main-
tained for a period of 30 seconds before the attenpted start was
consi dered wunsatisfactory. Ateach flight condition investigated,
a series of three attenpts was made before starts at the particular
condition were comsidered inpossible. |If 1gnitiom of thefuelwas
obtai ned at windmilling speed, an attempt was al so nad8 to accel -
erate the englne. Immediately after ignitiomn, the pressure in the
exhaust end of the test chanber increased from 4 to 10 inches of
mercury and this pressure surge prevented these experiments from
being a true simulation of flight conditions. The altitude pres-
sure was restored to its correct valuein about 10 seconds and the
engi ne was accel erated after the correct conditions had becone
stabilized.

The first spark plug used in the starting experiments was
the standard spark plug (fig. 3(a)). The experinmental results
with this spark plug are shown in figure 9(a), which includes
data for satisfactory starts, burner ignition wi thout engine acce-
eration, and no ignition. The spark plug was cleaned for each
experi nent. If an attenpted start was unsuccessful, the spark
plug filled with fuel, which prevented satisfactory ignition at
any operating condition. Although starts were obtained at alti-
tudes up to 30,000 feet at low flight Mach numbers (fig. S(a)),
practically the use of the standard spark plug would not provide
satlisfactory engine starting at any flight condition.

The second spark plug used was the nodified spark plug
(fig. 3(b)). Several attempts to start the engine with this
sparkplug at en altitude of 8000 feet and a flight Mach mumber
of 0.30 were unsuccessful and further use of this spark plug wae
therefore discontinued.

The third spark plug used was t he extended-electrode type
(fig. 3(c)). Results of starting experimemnts with this spark
plug are presented in figure 9(b). For all these experinents,
the sparkplugwas used without cleaning between runs. During
the experinment in the region of unsatisfactory starts, occasional
starts were made at satisfactory starting conditioms to assure
that the ignition system was functioning properly. These data
are insufficient to establish definitely the boundaries ofthe

OSURALb-
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ignition 1imits and the areas in figure 9(b) that separate the

regi on6 of successful and unsuccessful attempts are drawn primerily
for ease of 1nbterpreting the data. At 30,000 feet, successful
starts could be nmde only at a flight Machnunmber of 0.40, whereas
at altitudes fromsea level to 10,000 feet starts were successful
at flight Mach mumbers fromO to 0.50. The results of the starting
characteristics of gasoline, which were investigated with the
standerd spark plug, are presented in figure 9(c) in a similar
manner to that used in figure 9(b) for AR-F-58 fuel. The dashed
lines for starting linits of the AN-F-58 fuel fromfigure 9(b) are
also included for conparison. For flight Mach nunbers bel ow 0. 50,
the altitude starting I1imit for gascline was gpproximately

10,000 feet higher than for AmF-58 fuel; satisfactory starts were
al so obtained over a wider range of flight Mach nunbers at |ow
altitudes for gasoline than for AN-F-58 fuel. Even with the

ext ended- el ectrode spark plug, the starting characteristics of

AR- F- 58 fuel were slightly poorer than those of gasoline with the
standard spark plug and further development of the spark-plug
design is therefore required to obtain ignition of AN-F-58 fuel
conparable to that of gasoline in this engine.

Col d- Weat her, Sea-Level Starting Characteristics
with AN-F-58 Fuel

Col d- weat her starting experiments were sinulated at zero-ram
sea-l evel conditions with AH-F-58 fuel 48-210 in engine A at
inlet-air temperatures of -30° and -50° F. Conpar ati ve experi-
ments with gasoline were not conducted. For these starting exper-
iments, the englne was run from zero speed with the standard crank-
ing motoxr after it had been previously windmilled for a sufficient
period of time to bring the temperatures throughout the engine into
equi librium Both the fuel and the lubricating oil were supplied
to the engine fromoutside tanké at a tenperature of about 70° F
and therefore only the fuel and the oil contained in the engine
parts were at the reduced tenperature of the experiment. At the
conditions of =30° and -50° F, the engi ne was successfully started
and accelerated en the first attenpt. At =50° F, however, a delay
of nearly 30 second6 occurred before the fuel ignited and the result-
ing start was very hot.
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Compari son of Turbine-Qutlet-Gas-Tenperature Distribution
with AN-F-58 Fuel and Gesoline

The radi al temperature distribution at the turbine outlet with
both AN-F-58 fuel and gasoline are shown in figures 10{(a) and
10(b) for a flight Mach number of 0.85 and altitudes of 20,000 and
50,000 feet, respectively. These data were obtained at an engi ne
speed of approximately 12,025 rpm at an altitude of 20,000 feet
and at approximately 12,050 rpm at an altitude of 50,000 feet
Curves are shown for maxinmum average, and minimm temperatures
with the maxi mum and mi ni num tenperatures being the highest and
| onest tenperatures, respectively, at each radial thernocouple
| ocation and are not necessarily at the same circunferential posi-
tion. For both altitudes, the average turbine-outlet tenperatures
for the two fuels are about the same, as previously indicated in
figure 5. At an altitude of 20,000 feet, there is very little 4if-
ference in the tenperature distribution for the two fuels. At
50, 000 feet, the highest maxi mum tenperature, which occurred near
the bl ade roots, was about the seme for both fuels (fig. 1Q(b)).
The difference in average tenperature between the blade tip and
the root, however, was about 240° F greater for AN-F-58 fuel than
for gasol|ne and the spread between the maximum and minimum temr
peratures is about 300° F | ess at the blade roots and about 150° F
less at the blade tips for the ANNF-58 fuel than for gasoline.

Car bon Deposition

The conpletion of the program with AR F-58 fuel in engine A
required about 30 hours and 11 m nutes of engine operation after
which tine the engine was di sassenbled for inspection. Hard car-
bon deposits were built up on the inside of both the inner and
outer ammuli of the combustor basket near the fuel nozzles to a
hei ght of about 1/2 inch. A photograph of these carbon deposits
is shown in figure 11. The total weight of the carbon deposits
was 240 grams. No serious warpage or other deterioration of the
combustor basket was observed. Because engi ne B was operated on
both AN-F-58 fuel and gasoline w thout disassenbly for inspection
no eval uation of carbon deposits fornmed by gasoline was made; car-
bon deposits forned by gasoline during other investigations, how
ever, have been very small or completely absent

The exhaust jet fromthe engi ne when usi ng AN-F-58 fuel
whi ch was observed at sea-level conditions, was characterized by
a faint haze very sinmilar to that which usually occurs with gaso-
line. Mich heavier carbon deposits were, however, built up on
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the walls of both the test chamber and the tailpipe with the
AN-F-58 fuel than were encountered with gasoline. A considerable
amount of liquid fuel was also present on the surfaces of the
tank and in puddles on the bottom of the test chamber after an
engi ne shutdown follow ng altitude operation with AK-F-58 fuel.
Sim | ar phenonena were not usually observed with gasoline.

SUMMARY OF RESULTS

The followi ng results were obtained in a conparison of the
altitude performance of AX-F-58 fuel and gasoline in a 3000~pound-
thrust turbodet engine:

1. Satisfactory operation of the engine was obtained with
AN- F-58 fuel over a range of engine speed6 for altitudes from
5000 to 50,000 feet and for flight Mach nunmbers from0.25 to 1.00.
At altitudes of 45,000 and 50, 000 feet, the maxi mum operabl e engine
speed was limted to values |less than the rated speed by excessive
tail-pi pe gas tenperatures.

2. The not thrust and aversge tail -pi pe ges temperatures were
approxi matel y the same for both fuels for altitudes from 5000 to
50,000 feet and flight Mach nummbers fram 0.60 +o 1.00. The spe-
cific fuel consumption and combustion efficiency at the maximm
engi ne speeds investigated Were approximately the same for both fuels
at altitudes mp to 35,000 feet, butat an altitude of 50,000 feet the
specific fuel consumption was about 9 percent higher and the combustion
efficiency correspondingly |lower with the AN-F-58 fuel than with gas-
ol i ne.

3. The | ow engi ne-speed blowout linmts for the two fuels at
a flight Mach nunber of 0.60 were about the same and differed only
slightly at a flight Mach number of O0.25.

4. Ignition of AHF-58 fuel with the standard spark plug was
possible only with the spark plug in a clean condition; ignition
was inmpossible at all flight conditions investigated when the plug
was foul ed by an accunulation of liquid fuel froma preceding fal se
start. The use of an extended-el ectrode spark plug with AN-F-58
fuel provided satisfactory ignition over a slightly smaller renge
of altitudes and flight Mach nunmbers than for gasoline with the
standard spark plug. Zero-ram sea-level starts with AN=F-58 fuel
were successful at inlet-air temperatures as | ow as -50° F.

5. The radial tenperature gradients at the turbine outl et
were about the same with both fuels at an altitude of 20,000 feet;
at an altitude of 50,000 feet, the differemce in the average
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tenperature between the blade tip and the root was about 240° F
greater for AN-F-58 fuel than for gasoline and the spread between
the maxi mum and mnimum tenperatures at a given radial |ocation
was from 150° to 300° F less for AN-F-58 fuel than for gasoline,
the difference being greatest at the blade-root section.

6. Daring the investigation with AN-F-58 fuel, which involved
an operating tinme of 30 hours and 11 mnutes, about 240 grams of
hard carbonwere found to have been deposited on the combustor
basket near the fuel nozzles.

Lewis Flight Propulsion Leboratory,
Nati onal Advisory Committee for Aeronautics,
Cl evel and, Ohio.
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TABLE I - DESCRIPTION OF FUELS USED

L

AN-F-58 spe- Anelysis
cification AN- F- 58 Gesollne
NACA fusl numbex
48-206 | 48-210
L.S.T.M. distillation
D 86-46, ©OF
Initial boiling point 100 102 106
Per cent age evapor at ed
5 125 150 124
0 | - ————- 145 174 141
200 | meeeee—————— 195 234 160
300 ] mme—e——— ———————— 306 286 176
40 | meeemmm——eeee 355 322 190
50 | memeeee—e——a—- 380 360 203
6o | meeem———————— 406 390 211
70 e m————— 430 412 221
80 | meememmcmmee 459 444 231
S0 425(min.) 501 480 250
Final boiling point 600(max.) 568 546 340
Resi due, (percent) 1.5(max.) 1.0 0.8 |--wm-
Lose, (percent) 1.5(max.) 0.2 0.2 SooM--
Freezing point, OF -76(max.} | < -76 < =76 - .- MW
Aromatics, (percent by
vol ume )
A S.T.M D-875-46T 30(mex.) 23 23 | --Mm---
Silica gel® 23 29 | --wew-
Vi scosity, (centistokes
at =-40° F) 10.0(max.) 3.93 4.26 T-W---
(centistokes at
1000 F) 0| meemeem- ————— 0.93 0.89 [M-M--
Bromine mmber 14.0(mex.) 4,0 | m=mme== --S----
Rei d vapor pressure
(1v/sq in.) 5-7(max.) 5.1 5.7 |=====m-
Eydrogen-carbon ratio | =======ce===- 0.161 | 0.153 0.183
Beat of conbustion
(Btu/1b) 18,200(min.) | 18,630 | 18,480 |[18,635
Specific gravity | 777 0.786 0.794 0. 706
a'Refe:r'ence 1. .’i@'
O



TABLE || = PERFORMAKCE OF 3000«-POUND-TERUST TURBOJET ENGINE WITH AN-F-58 FUEL
\1titude | Fligh Englne speed Nat thrust Spacific fusl Tall-pipe Fuel flow BACA
(£t) Mach (rpm) (1v) consumption temporature, (°R) (1b/ssc) fuel
unber ,, based on net nuber
r‘ thrust, ((1b/hr)/|
b t at)
\
Rezdl |Corrected Read| orrectet | Read fcorrected|ReadLCbrrected toad |Corrected
5,150 | 0. 2551] 10,480| 10,748 1343[ 1624 1.296 1.3268 |1312] 1377 ).484 0.598 |LB 210
5,200 .2551|11, 632 11,778 1881 2245 1,177 1l.202 1410 1471 »608 «750 48-210
5,200 «2551]112, 000 | 12, 244 2076 2506 1.141 1l.164 1444 1503 . 658 «810 8-210
5,200 «2551|112,548 | 12,791 2259 2725 1.185 1.208 1529 1588 « 744 « 916 m 210
,100 +6047] 10,520| 10, 740 1065 1285 1.477 l1.508 1183 1233 .437 538 48-210
, 10098 6047|101, 640 11,758 1542 1860 1.4011 1.427 |1301 1350 « 600 758 48.210
19,960 «6072]|10,,636 | 11, 366 717 1570 1.370 1.477 | 1172 1363 + 273 +648 18-2086
1%.900 «60658]11, 448 12, 378 1012 2210 1.316 1.423 1295 1514 «370 874 48-208
18,0850 .6072|11,820] 12,6902 1167 2646 1.356 1.468 1362 1596 » 436 038 48-206
1b,950 8083|112, 440 13, 450 1308 2878 1339 1. 447 1460 1707 « 486 .+ 1LB7 18-208
1p,050 «2462]| 10,500 11, 264 201, 1978 1.264 1. 366 1266 1457 .016 .744 48-206
19,060 2482|101, 468 | 12, 330 1165 2555 1,188 1.275 1378 1593 « 0B84 « 805 42.208
19,900 «2462|11, 968 12, 867 1267 2759 1.1689 1.28% 1467 1696 422 «588 48=-2086
19,880 «2462|112, 468 | 13,434 1361 2985 1.214 1. 308 1574 1927 «259 1. 085 48-2086
18, 760 8773110, 524 11,634 666 1446 1.571 1.722 11074] 1290 291, +693 48-210
19,550 +8748] 11,460| 12,620 1114 2468 | =e—m=|meccmcaaa- 1177 1427 rmmen| ranaaa wau|dB=210
18,750 #8B05) 11,980 13,223 1349 2933 1.324 1.461 1308| 1594 0 e 1.191 468-210
19,750 »8680|112, 466 | 13,843 1545 3359 1.308 1.450 1591 1715 +D60 1.353 18-210
20,600 88135110, 640| 11, 221 742 1644 1.709] 1l.B33 1084 1247 « 352 « 837 48-210
19, 800 « 8657|111, 580] 12, 369 1125 2421 l.524 l.414 1paak| 1411423 414 «952 48-210
20,200°| .8757|112,136| 12,981 1375 3025 1,285 1. 342 1348 1.542 479 1.128 48-210
19, 750 +8695112,600] 13,439 1566 3593 1.254 1,337 1427 1623 »545 1.261 48-210
30, 250 »2442]111, 616 | 13,037 1032 3526 1.182 1.304 1413 1780 s OID 1. 276 48-206
30, 100 «2403|12,012} 13,515 1072 3620 1,146| 1l.289 1520 1924 « 341 1. 296 48-208
30, 100 « 2493112, 500| 14,081 1151 =887 l.182 1.332 1657 2103 «378 1.438 48-2086
30, 100 170@0910,468 11, 894 650 2185 1.2387 1, 406 1116 1441 223 « 857 48-206
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30,500
30, 200
30, 250
30,050
30,200
30,200
30,200
45,000
46,000
46,000
45,250
45,250
44,860
43,950
46,200
45,200
45,200
44,500
60,300
49,800
50,120
90,120
50,120
50,100
60,740
49,500
60,120

11,504
11,920
12,480
10,536
11,508
11,970
12,420
10,536
11,640
11,720
10,404
11,376
12,080
12,280
10, 460
11, 424
11,972
12,436
10, 604
11,258
10,462
11, 660
11,968
10,488
11,640
12,012
12,310

13,120
13, 663
14,342
11,854
12,878
13,484
13,991
11,928
15,068
13,300
12,049
13, 191
13,984
14,259
11,990
13,095
13,740
14,237
11,920
12,778
12,312
13,527
14,004
12,068
13, 313
13,821
14,182

899
1024
1124

414

845

963
1027

817

663

640

479

687

703

741

262

531

840

635

617

666

469

637

635

480

618

657

676

3142
3638
3839
1404
2900
3270
3524
4322
4649
4404
3364
4024
4812
4960
1778
3747
4516
4367
6460
4800
4128
6607
6690
4210
5588
5601
6942

1282

1499
Loes
1254
1350
1427
1418
1660
1887
1266
1428
1639
1713
1146
1346
1457
1.68
1506
1720
1251
1476
1636
1226
1468
1.571
1676

1668
L1761
1970
1375
1596
1713
1811
1617
2120
2185
1664
1920
2204
2309
1504
1767
1919
2083
1939
2216
1736
2020
2240
1622
1954
2080
222s

«328
<064
283
«308
554
« 365
227
« 247
. 247
« 356
« 262
»271
N E]
« 1684
«188
+216
232
«164

»186
«208
«218
«170
. 208

234

48-208
48-206
48-208
48-205
48-206
48-208
48-206
48=-206
48-206
48-206
48-2086
48=206
40-206
48-208
48-206
43-208
48=206
48=-208
48-210

48-210]
48-210
48-210
48-210
48-210
48-210
48-210
48-210

GMaximun rotor speed limited by capacity of exhauster system.
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Figure 1. - Installation of 3000-pound-thmust turbojet engine with pronburning tall plpe and adjustable-area exheust nozzle in

10-foot-altitude test chambar.
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Flgure 2. - General arrangement of turbojet-engline ingtallation in a)ltitude tept chmmber.
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NACA RM No. ESL [0a = 21

3500 Fuel
AAK~F~58
0 Gasoline
3000 ,/u
o
2500 a5—#
/A/
2000 n/ -
1500 // =

10008

@ Al titude, 5000 feet; flight Maech nunber, O.

3000

2500 /
2000

Corrected net thrust, lb

1500 /a 7
1000 - :
500
9,000 10,000 11,000 12,000 13,000 14,000

Corrected engine speed, rpm
(b) Altitude, 20,000 feet; flight Mach number, 0.60C.

Figure 4 . — Comparison Of corrected net thrust for AN-F-58
uel and gasoline at various altitudes and flight Mach nunbers.
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22 7 NACA RMNo. ESL1IOa
3500
Fuel f‘}
3000 A AN-F=58 A
0 Gasoline o
2500 A
o : /
= 2000
£ 4
5 1500 P
»
£ 100
g
-]
2 500 _
2 ]
2 0
© (¢} Altitude, 20,000 feet; flight Mach nunber, 0. 85.
3000, o7
2500 /z
2000 //f{r
1500 7
1000 n /{
=
T~Naca_~~
500
9,000 10,000 11, 000 12,000 13, 000 14, 000

Correat ed engine spesd;, rpm

(d) Altitude, 20,000 feet; flight Mach nunber, 1.00.

Pigure 4. = Continued. Comparison of corrected net thrust for AN-F-58
fuel and gasoline at various altitudes and flight Mash nunbers.
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4000 /ﬁ

3000

\‘{l>

Fuel
A AN-F=58 Q/
O Gasoline /
2000 : /

v
5 /F:I
1000 va
KLy
i =
o
o ! | t | | | | | | 1 | 1
= 0 5000 (e} Altitude, 35,000 feet; flight Mach numbels 1.0.
E: o A
.
5 /s
&
5 - 400 4
3 3//
<
3000 A6
n/
Vi
2000 / H A
0./
P
1000

9,000 10,000 11,000 12,000 13,000 14,000 15,000
Correoted engi ne speed, rpm
(r) Altitude, 50,000 feet; flight Maeh nunber, O0.85.

Figure 4. - Concluded. Conparison of corrected net thrust for AN-F-58
fuel end gasoline at various altitudes and flight Mach numbers.
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NACA RMNo. E8BL 10a

1800
Fuel
lﬂ
1600 =g —&— AN-F-58
,A—“*W --0-- Gasoline
1400 (o4&
1.200
(@) Altitude, 5000 feet; £1light Mach number, 0.

1800
& 1600 /‘(
[ g
B 1400 "
g 1200 =N
B (b) Altitude, 20,000 feet: flight Mach nunber, 0. 60.
@ 1800
]
0
8 1600
L)
N
E 1400
e L,//ﬁ
8 1.200 ]
o : /,
F o
g 1000
S (c) Altitude, 20,000 feet; flight Mach nunber, 0.85.

1600 /,459

edl

1400 ,{’6;

1200 /;ﬂ?/

1000 =~

800

9,000 10,000 11,000 12,000 13, 000 14,000

Corrected engi ne speed, rpm
(d) Altitude, 20,000 feet; flight Mach nunber, 1.00,

Figure 6. = Conparison of corrected tall-pipe gas tenperature for AN-F-58

fuel and gasoline at-various altitudes and flight Mach numnbers.
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NACA RMNo. ESLIOa AGSETI 25
2000 ~
Fuel /
| ~
1800 A~ AN-F-58 /‘5
--0-- Gasoline /
& 1600 bt
& 1400 P el
a ~
& e
@, 1200 -~
3
+
a 1000
]
w0 (e) Altitude, 35,000 feet; flight Mach number, L.00.
8, 2400
ol
v
~ A
5 e
% 2000 !
EL
® n/
§ 1800 <
8 /cr
1600 —1
1200 =g -Naca
9, 000 10,000 11, 000 12, 000 13, 000 14,000 15, 000
Corrected engine speed, rpm
{(£) Altitude, 50,000 feet; flight Mach number, 0. 85.
Figure 5. = Concluded. GComparison of corrected tail-pipe gas tenpera-
ure for AN-F-58 fuel end gasoline at various altitudes and flight

Mech numberse.

SO



26 ik

NACA RM No. E8LI0a

Fuel
AN-F-58
— ~ = -- Gasoline
2
-
|
* 1.5
a e —
:J: Q~§’~~—.___ L — PR PSS
4
~
9 .5
o (a) Altitude, 5000 feet; flight Maeh nunber, 0
g 345 , :
»
- N
]
q \\
§ 25 A N
g "*\\
E \\\
Q ~~ \\
g ~ 'N‘-:b
I‘o‘ 1.5
g* (b) Altitude, 20,000 feet; flight Mach number, 0.60.
@ 4.6
Q
Q
-
3 \
o \
A\
8 Seb 3
H A\
o]
o \
2 N
) \\
=]
825 BN
a N
@ N
£ ~She
1,5 ! I o \-'
9, 000 10, 000 11, 000 12,000 13,000 14, 000

Corrected engi ne spe

ed, rpm

{(e¢) Altitude, 20,000 feet; rflight Mach number, 0. 85.
Figure 6. = Conparison of corrected specific fuel consumption based

on net thrust for AN-F-68 fuel and gasol
and flight Mach nunbers.
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NACA RMNo. E8LIO2 it 27

3e5
Fuel
\
'~ N - AN- F-58
o - \ ---- Gasoline
B 25 AN
>
g
5 <=
E 1.5
~ (d) Atitude, 20,000 feet; flight Mach nunber, 1.00.
o 4.5 -
: \
&
+3 \
[+
A 3.5 A
8 N\ \
3 NN
-] \\
-]
S 2.5 \\\\
1 ~ \
+ ™
a, —
g ==
g 1.5
b (e) Altitude, 35,000 feet; flight Mach number, 1.00.
a
3 N\
H 3.5 N
g N
-]
) q N
\\
2.5 S
~J
\\\. \\
g
1.5

9, 000 10,000 11, 000 12,000 13, 000 14, 000 15, 000
Corrected engi ne speed, rpm
(£} Altitude, 50,000 feet; flight Mach number, 0.85.

Figure 6. - Concluded. Conparison of corrected speecific fuel con-
sunption based onnet thrust for AN-F-58 fuel and gasoline at
vari ous altitudes and flight Mach nunbers,
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SENEEN- NACA RMNo. ESLI0a

4 AN-F-58
~-O~- Gasoline

Fuel

1.00 a

90 A | xOET ]
g D//
é'. 80 | | | \

(a) Altitude, 5000 feet; flight Mach number, O.
b 100
: — %
-
é % e D;/
Lot —
® 80 —I—o
g o] A
3 70 ~
g 7
v 60 1
PAY
\\N&/
SO
9, 000 10, 000 11, 000 12,000 13. 000 14, 000
Corrected engine speed, rpm
(b} Altitude, 20,000 feet; flight Mach numnber, 0.60.

Flgure /. = Comparison of combustion efficiency for AN-F-58 fuel and
gasol i ne atvearious altitude8 and flight Maeh numbers,
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NACA RM No. E8LIOa QRS
Fuel
100 —— AN-F-58
-- Gasoline A B
o
90 .Y
/
80 —
L
1 2
. 4
= pa
_ ¢ 60 -
. o /,//
d -l
& 50
. § (c) Altitude, 20,000 feet; flight Mach nunber, 0.85,
g
e 110
e
ol A
§ 100
A
.g 90 at—gl.=0
w ////if’/
=] -~
o 1 -~ O
8 80 >
(=} /]
%%
60 //
50 - r
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40

9,000 10, 000

(&) Al titude,
- Fiqure 7. = Continued
N- F-58 fuel

nunbers.

11, 000 12, 000 13, 000 14,000
Corrected engi ne speed, rpm

20,000 feet; flight Mach nunber, 1.00.
. Comparison of conbustion efficiency for

and gasoline at various altitudea and flight” Mach
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T NACA RM No. EBL!0a

1
Fuel
-4
20 —A— AN-F-58 =
--~ @Gasoline ’:6{/
>

Ve
pad /
40 V
0 '

(e) Altitude, 35,000 feet; flight Mach number, 1.00.

Combustion efficiency, percent

9 -
]
,/A "
80 ’UV’
ol -~
70 ‘-/7’ //A
_~" B8
60 o-
50 e
& T=NACA
40.

9, 000 10, 000 11,000 12,000 13, 000 14,000 15,000
Corrected engi ne speed, rpm
(f) Altitude, 50,000 feet; flight Mach nuwsber, 0. 85.

Figure 7. = Concluded. Comparison of combustion efficiency for
AN-F-58 fuel and gasoline at various altitudes and flight Mach
numbers,
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NACA RM No. E8LIOa

Flight
Mach

number
—f1— 0.25
——— «25
——'ﬁ-— L 60
——- +60

Fuel

AN-F-58
Gasoline
AN-F-58
Gasoline

60,000
50,000
AA/ r..
de 1
’4 P
£ 40,000 < - 7
< /1 /
|d -
< =
5 7
L d
o 30,000 §
ll
20,000 e
10,000
0 2,000 4,000 6,000 8,000 10,000
Engi ne speed, rpm
Figure 8. = Low engine-speed blowout linmts for AN-F-58 fuel and

gasol i ne.

31




32

Altitude, £t

NACA RM No. ESL {0Oa

50, 000
%—,
N
< s gy g
z O urner (-] 13}
40, 000 acceleration impossible
7z < No ignition
s
30, 000 > W o .
~
.
20, 000 ‘%'
s ‘?9
2
%Regiou of unsatisfactory
. stavrts
| -
10, 000 <
¢ <€%;;
C NA
o T T -
0 2 Y3 «6 8 1.0
Fl i ght Mach nunber
(a) Fuel, AN-F-58; standard spark plug; plug cleaned
for every xrun,
Figure 9. = Wndm |lling-starting characteristics.
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NACA RM No. ESL I0a

Altitude, ft

50, 000’ A
O Satisfactory start
o Burner ignited but
accel erati on impossible
> No ismition
40, 000
30,000 —

N
S
10,000 R

20, 000 §,
b

Reglon of unsatisfactory
starts

-

-
=
-
=
%

(e

| =

0
0 .2 .4 .6
Flight Mach nunber
(b) Fuel, MF-58; extended-electrode
spark plug; plug not cleaned
bet ween runs.
Figure 9. - Continued. Wndnmilling-starting characteristica.
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Altitude, £t

NACA RM No. EGLI0a

QR |
0 Satisfactory start
&  Burner ignited but
accel erati on imposaible

¢ Hoignition
50, 000 - a’,‘% @
40, 000 A ©

Reglon of unsatisfactory
D starta
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30, 000 S-o14L = o
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y 4 ! \ %
20, 000 > £ o \ oo ﬁ
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W

0 2 4 6 .a
Fl'i ght Mach mmber

1.0 1.2

(c) Puel, gasoline; standard spark plug; deshed |ine from

figure 9(b).

Figure 9. « Concluded. Windmilling=-starting characteristics.
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Figure 10. = Concluded. Radiel tenperature distribution at turbine outlet for AH F-58 fuel
and gasoline, Flight Mach mumber, 0. 25
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Pigme 11. - Combustor basket looking upsirsam from turbine showing carbon deposits on two rings.






